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Includes a variety of enclosures for patching, splicing, distributing, and coupling fiber 
optic signals for single mode and multimode cables.

Panels are preloaded with CABLCON components, including adapters, splice 
trays, couplers, and cable assemblies to reduce labor costs during field installation.

Single part number is used to specify panel configuration to simplify the ordering process.

Designed in accordance with CABLCON strict quality and engineering standards.
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Removable doors

Powder coat finish

Increased fiber slack storage

Improved bend radius protection

Electrical grounding lug

Embossed cable tie slots

Designation and warning labels

Optional cable clamp

Optional preloaded adapters and     
pigtails
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Wall Mount Patch Panels

Wall Mount Distribution Panels

Rack Mount Patch Panels

Rack Mount Distribution Panels

Rack Mount Splice Panels

Rack Mount Coupler Panels

Optical Modules

Frames & Accessories
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Cam lock restricts access to main compartment (2nd lock available upon request)

Available for 12, 24, 48 or 72 port fiber capacity

Ample storage capacity for excess fiber slack

Rubber grommet for cable entrance ports

Mounting for 16” centers (std stud)
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Cam lock restricts access to main compartment

Ample storage capacity for excess fiber slack

Available for 24, 48 or 72 port fiber capacity

Rubber grommet for cable entrance ports

Mounting on 16” centers

Splice trays are included
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Enhanced cable brackets available for improved bend radius protection

Pre-terminated distribution fiber pigtails available

Available in 6 – 36 (1RU) and 6 – 144 (2RU) port capacities

Smoked polycarbonate front door

Black & Putty powder coat finish

Mount on 19” or 23” racks

Fiber slack storage



8

���#����	����������	���

Enhanced cable brackets available for improved bend radius protection

Pre-terminated distribution fiber pigtails available

Available in 24, 48, 72, 96, 144 or 288 fiber capacities

Smoked polycarbonate front door

Mount on 19” or 23” racks

Fiber slack storage
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Six & 12 Pack Panels:

CABLCON’s 543 Series Packs are included with 
CABLCON fiber management panels. Additional panels
are available as outlined below.

They’re available with all variations of SC-UPC, SC-APC, LC-
UPC, LC-APC, FC-UPC,  ST-UPC, MPO and MU. 
Duplex & Bank adapters available. Each panel comes loaded 
with the designated adapter and nylatches for installation in 
fiber management panels.
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Enhanced cable brackets available for improved bend radius protection

Slide out splice drawer(s) with fiber slack storage

Available in 24, 48, 72, 96,144 or 288 fiber capacities

Smoked polycarbonate front door

Mount on 19” or 23” racks

Improved drawer release

Splice trays included
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Slide out splice drawer(s) with ample fiber slack storage

Available in a 2 or 3 drawer design

Smoked polycarbonate front door

Capacities for up to 144 splices

Splice trays and pads included

Mount on 19” or 23”
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Adapters on modules are placed on an angle

Coupler cartridges mounted horizontally

Smoked polycarbonate front door

Removable front and rear doors

Available in 8 or 12 port capacities

Mount on 19” or 23” racks
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Splitter or wavelength division multiplexer (WDM) modules available

Variety of input/output ports from 1 x 2 up to 1 x 32

Optional front and rear adapter configurations available

Adapters placed on an angle

Detailed product labeling
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Output:
16 
SC/APC 
Duplex 
Adapters

Input:
1 SC/APC 

Simplex 
Adapter

1x32 Splitter Module

IL and RL 
measurements for each  
of the 32 output ports 
are indicated on the 
label on the side

4 splitters can fit into one 3RU panel
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Unique design allows panels to be added and removed without removing guides

Provides an orderly channel for routing cables vertically

Routing fingers provide excellent fiber organization

Improved bend radius protection
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Embossments to 
tie down cables 
on both bottom 

and top of panels 

Cable routing 
guides

Removable doors

Cable routing 
fingers

Port Designation 
Cards
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72F cables enter 
through cable 

clamps

A 144 port panel has an 
additional 72F cable 

entering on opposite side of 
panel, routed in the opposite 

direction900um breakouts 
routed through 

guides to adapters
Jacketed cables attached with 

cable ties to embossments
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Three clamp sizes fit cable diameters from 4 to 32 mm

Unique multi-diameter module gently grips cable

Reduces radii required for entering enclosures

Designs available for panel or rack mounting
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Cable tie stand-offs prevent pinching of buffered fibers

300 mm trays accommodate up to 24 splices

Store up to 1/2 meter of buffered fiber slack

A variety of splice pad types are available

Snap together for easy stacking

Unique fold over arms
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Network Bays

Cable Troughs Upper / Lower

End Panels 

Rear Bay Doors

Cable Brackets 

Installation Kits

Interbay Cable Organizers 

Cable Clamps

Vertical Routing Guides

Patch Cords
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Network Bays (Frames)

A full line of unequal flange network bays are available with either 19” or 23”
mounting configurations. Bays can be preloaded with any variety of fiber 
management panels to suit a broad range of customer requirements and 
applications.

Sturdy 11 gauge steel construction with a beige powder coat finish
12-24 tapped holes with 1” vertical spacing
Designed to meet telephone industry standards for Network
Bay Frames and for Zone 4 Earthquake Braced Bays
Ground wire kit included with each frame

PART NBR DESCRIPTION DIMENSIONS
Q6914-1001 7" x 23" Network Bay, seismic zone 4 84.0"H   x   26.0"W   x   12"D
Q6914-1002 7" x 19" Network Bay, seismic zone 4 84.0"H   x   21.9"W   x   12"D
Q6914-1003 Rear Bay Doors 83.9"H   x   26.0"W   x   4.5"D
Q6914-1004 Anchor Kit, Non-Isolated, seismic zone 4 n/a
Q6914-1005 Anchor Kit, Isolated, seismic zone 4 n/a
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End Panels:

May be mounted directly to the rack or used with Interbay
Cable Management Organizers
Includes covers and cutouts for AC receptacles, switches, 
and alarm lights
Provides protection in a frame line-up

Interbay Cable Management Panels:

Provides added bend radius protection entering/exiting panels
Versions available for vertical and horizontal management
Improves cable routing and organization
Stores excess patch cord slack

Cable Troughs:

Mount on 19” or 23” frames
Transitions between vertical routing and horizontal routing
Upper trough provides bend radius protection


