
Atlanta    Dallas    Detroit    Washington D.C.
Corporate Offices: 359 Robbins Drive Troy, MI 48083-4561 Phone: 888.8.CABLCON    Fax 248.588.1462

http://www.cablcon.com

Fiber Enclosures

Rack-Mount
CABLCON

COPPER & FIBER CABLES … Get Connected, RIGHT on Time!Get Connected, RIGHT on Time!

Fiber Enclosures; Rack-Mount, document revision 1

Configurations:

Available in 1U, 2U, and 4U configurations.

Rack Mounted

Fits 19-inch and 23-inch racks 

1U, 2U, and 4U available 

16-gauge steel with corrosion-resistant black or telco gray powder finish coat

Durable, clear front door on 2 & 4U for easy viewing of the interior; removable blackboard for easy access to 
terminated cables

Front plexi-glass and rear steel doors with 1/4 turn latches to allow easy access from both sides 

Strain-relief hardward and routing guides help maintain minimum bend radius 

Available fully populated with adapters, pigtails and slice trays or unloaded 

Competitive pricing and prompt delivery 

Rack Mounted:

Rackmount patch enclosures are designed for direct 
termination of up to 288 fibers. They accommodate up to 
12 modular panels and are equipped with routing guides to 
limit bend radius and enhance strain-relief control. 

The heavy-duty metal body provides excellent protection 
for the inside fibers. A large variety of connector adapters 
are offered to meet your specific requirements. MTP 
module cassettes and module preassemblies are available 
for easy fiber installation and management.

1U configuration

2U configuration

4U configurationFeatures:


